


The little things...  
we've built an entire company  











Specialty

L6
Straightr442542p y



Width

12"

14-3/4"





Total length 
includes  
arch top

Standard
Available in 16 colors: 001, 002, 004, 008, 009, 010, 018, 023, 
027, 028, 036, 078, 117, 122, 166, 167,  and paintable (030).

Shutters under 55" in length will have 2 cross battens. 
Shutters 55" and over will have 3 cross battens. Lengths and 
widths are nominal.

Packaged with Shutter-Loks® and screws.



J2 
7" – Two Board

J3 
10-1/2" – Three Board

J4 
14" – Four Board

J5 
17-1/2" – Five Board

J4-A 
14" Arch Top 









Jobsite Fabrications

Jobs Finished Using Sturdimount

If you’re installing a premium hard board siding, the use of SturdiMount 











6-5/8"

6-5/8"

























Distinction in  
the Details











Cut in center (shipped unassembled, may ship in separate cartons)Cut at the ends with End Caps welded in place

•	



Pilaster Kit  
used with 6" and 9" Headers, sold separately 









*** Indicates color numbers.



How to Figure Net Free Ventilation Area for Rectangle/Square VentsNFVA = (Width – 7.12) x (.70) x (Louvers – 1)

Example: 34" (W) x 42" (H) Vent	









SHUTTERS	





MidAmericaComponents.com
Customer Service: 800-521-8486

Fax: 888-459-3647


